
 

 

ZÜNDSPULEN VERLEGESATZ 
 

FÜR HARLEY-DAVIDSON SOFTAIL (2018- ) 
 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

MONTAGEANLEITUNG: 

 
Demontieren Sie die Zündspule. 

 

Bauen Sie den Halter (A) vom Rahmenoberrohr und den Zylinderköpfen ab. 

 

Trennen Sie den vorderen Teil des Halters an der Linie ab, die auf dem Bild markiert 

ist.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Schleifen und versiegeln Sie die Schnittstelle. 

 

Schieben Sie den neuen Zündspulenhalter zwischen den Halter (A) und die 

Zylinderköpfe und schrauben Sie beide zusammen mit den Originalschrauben an.  

 

 

 

 

 

 

 



Schleifen Sie die Oberseite der Zündspule (Pfeil) auf einer Länge von ca. 10mm weg, 

bis Diese bündig mit dem Zündspulenhalter ist. 

 

 
 

Montieren Sie die Zündspule am Zündspulenhalter. 

 

Das Thunderbike-Team wünscht viel Vergnügen 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

IGNITION COIL RELOCATION KIT 
 

FOR HARLEY-DAVIDSON SOFTAIL (2018- ) 
 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 
 



 

INSTALLATION: 

 
Remove the ignition coil. 

 

Remove bracket (A) from frame and cylinders. 

 

Cut off the lower part of bracket (A) at the lines shown in picture. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Grind and paint the cut surface.  

 

Mount bracket (A) to the frame again. 

 

Push the new coil bracket between bracket (A) and the cylinders. Use OEM screws to 

install them together. 

 

 

 

 

 

 

 

 



Grind the upper side of the coil (shaft) for a length about 10mm until the upper side of 

the coil is even to the bracket. 

 

 
 

 

Mount the coil to the new coil bracket. 

 

 

Have fun with the new look of your bike. 

  


