
KENNZEICHENPLATTE ALU 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

LIEFERUMFANG: 

 

1  Kennzeichenplatte 

8 Einpressbolzen mit Scheiben und Muttern 

1 Distanzhülse 

 

 

MONTAGEANLEITUNG: 

 

Halten Sie die Kennzeichenplatte in der gewünschten Position an den Halter und 

zeichnen Sie die nötigen Löcher an. 

 

Durchbohren Sie die Rückwand dieser Löcher mit einem 6mm-Bohrer. 

 

Drücken Sie die Einpressbolzen von der Kennzeichenseite aus fest in die 

Bohrungen. 

 

Bei Kennzeichenhalterungen mit U-förmigem Profil, legen Sie die Distanzhülse 

zwischen Halter und Platte ein. 

 

Ziehen Sie beim Montieren die Bolzen mit den Muttern in ihren Sitz, bis der 

Bolzenkopf bündig mit der Fläche ist. 

 

Kleben Sie das Kennzeichen auf. 

 

 

Das Thunderbike-Team wünscht viel Vergnügen. 
 

 
 



LICENSE PLATE ALU 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PACKING LIST: 
 

1 License Plate 

8 Bolts with washers and nuts  

1 Bushing 
 

 

INSTALLATION INSTRUCTIONS: 

 

Place the license plate to your desired position at the bike and marked the 

borings you will need. 

 

Drilled 6mm holes at the marked positions. 

 

Press the bolts into the borings. 

 

In case of a U-shaped bracket use the bushing as a spacer. 

 

Mount the plate, tighten the nuts until the bolts head is plain with the plates 

surface. 

 

Glue the license tag to the plate. 

 

 
The Thunderbike team wished you  

both safety and fun with your new parts. 

Gute Fahrt! 
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