
 

 

SCHEINWERFER „NIGHTROD-SPECIAL“ 
 

FÜR HARLEY-DAVIDSON BREAKOUT (-2017) 
 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

LIEFERUMFANG: 
 

 

 

 

1 Scheinwerfereinheit mit Halter 

4 Riseradapter 



 

MONTAGEANLEITUNG: 

 
Trennen Sie die Steckverbindung des Originalscheinwerfers vom Kabelbaum. 

Bauen Sie den Originalscheinwerfer ab. 

 

Lösen Sie die Schrauben (A), ersetzen Sie die Gummilager (B + C) durch die 

Aluminium-Riseradapter. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Montieren Sie den Scheinwerferhalter mit der Schraube (A) unter der oberen 

Gabelbrücke. 

 

Verbinden Sie den Scheinwerfer mit dem Kabelbaum. 

 

Stellen Sie den Abstrahlwinkel des Scheinwerfers korrekt ein. 

 

 

Das Thunderbike Team wünscht viel Vergnügen. 

Gute Fahrt! 

 
 

 
 

 

 

 



 

HEADLIGHT “NIGHTROD-SPECIAL“ 
 

FOR HARLEY-DAVIDSON BREAKOUT (-2017) 
 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

PACKING LIST: 
 

 
 

 

 

 

1 Headlight unit with bracket 

4 Riser adaptors 



 

INSTALLATION INSTRUCTIONS: 
 

Disconnect the OEM headlight from wiring. 

 

Remove the OEM headlight. 

 

Dissolve the screws (A), replace the rubber mounts (B & C) by the aluminum riser 

adaptors. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Mount the headlight bracket with screws (A) under the upper triple tree. 

 

Connect the headlight to the wiring. 

 

Adjust the height of headlight! 

 

 

Have a nice ride! 

 

 

 


