HEADLAMP CAP
FUR HARLEY-DAVIDSON BREAKOUT/STREET BOB (->2017)

THUNDERBIKE
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PACKLISTE:

Menge Beschreibung
1 Headlamp Cap
1 Halter fir Headlamp Cap
2 Inbusschraube M8x25
2 U-Scheibe M12
1 Scheinwerferhalter
MONTAGEANLEITUNG:

Ersetzen Sie den originalen Scheinwerferhalter gegen den beiliegenden
TB-Scheinwerferhalter. Verwenden Sie dafur die Originalschrauben!
Achten Sie darauf, dass der neue Scheinwerferhalter geschwungen nach

hinten gerichtet ist!

Montieren Sie den Halter der Headlamp Cap unter der oberen
Gabelbriicke an den Riserbefestigungen. Verwenden Sie hierbei die
beiliegenden Unterlegscheiben.




Schrauben Sie die Headlamp Cap mit den beiden Inbusschrauben von
vorne an den Halter.

Das Thunderbike-Team witinscht viel Vergnigen.
Gute Fahrt!



Thunderbike

Guterstrasse 5

D-46499 Hamminkeln
Telefon{0049)2852 -6777 -33
Telefax (0049)2852 - 5444
infe@thunderbike.de




HEADLAMP CAP
FOR HARLEY-DAVIDSON BREAKOUT/STREET BOB (->2017)
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PACKING LIST:

amount item
1 headlamp cap
1 bracket for headlamp cap
2 Allen head screw M8x25
2 washer M12
1 bracket for headlamp

MOUNTING INSTRUCTIONS:

Replace the OEM headlamp bracket to the included TB headlamp
bracket using the OEM screws. Make sure the new bracket is swept
backwards!

Mount the headlamp cap bracket underneath your upper triple tree using
the OEM riser bolts. Use the included washers additionally.




Mount the headlamp cap to the bracket using the included Allen head
screws.

Have a nice ride!

Thunderbike
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