
 

GRIFF-SET „BASE SATIN“ 
  

FÜR HARLEY-DAVIDSON SPORTSTER-MODELLE (2021-) 
 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



PACKLISTE: 
 

Menge Beschreibung 

1 Griff links 

1 Griff rechts 

2 Topper 

 

 

 

 

 

 

 

 

MONTAGEANLEITUNG: 

 
Entfernen Sie die Schrauben (1) und demontieren Sie gegebenenfalls 
die Lenkerendenspiegel und deren Halterung. 
 

 
 
 
 
 
 
 
 
 
 
 
 



Rechte Seite: 
 
Lösen Sie die Schraube (1) und öffnen Sie das Gasgriffgehäuse (2). 
 

 
 
Hängen Sie den Gasgriff (3) aus und ziehen Sie diesen vom Lenker ab. 
 
Schieben Sie den neuen TB-Gasgriff auf den Lenker, hängen diesen ein 
und verschließen Sie anschließend das Gehäuse wieder. 
 

 
 
Montieren Sie einen Topper am Lenkerende und fixieren diesen mit den 
beiden Madenschrauben an der Unterseite. 
Hinweis: Für die Verwendung der Lenkerendenspiegel montieren Sie 
die originale Schraube (1) anstelle des beiliegenden TB-Toppers! 
 
 
 
 
 
 
 
 



Linke Seite: 
 
Lösen Sie die Schraube (1), sowie die Klemmschraube (2), und ziehen 
Sie den Griff (3) vom Lenker ab. 
 

 
Schieben Sie den neuen TB-Griff auf den Lenker und fixieren diesen mit 
den Madenschrauben auf der Unterseite. 
 
Montieren Sie einen Topper am Lenkerende und fixieren diesen mit den 
beiden Madenschrauben an der Unterseite. 
Hinweis: Für die Verwendung der Lenkerendenspiegel montieren Sie 
die originale Schraube (1) anstelle des beiliegenden TB-Toppers! 
 
Das Thunderbike-Team wünscht viel Vergnügen. 
Gute Fahrt!  
 
 
 
 
 
 
 
 
 
 
 
 
 
 



GRIP SET „BASE SATIN“ 
  

FOR HARLEY-DAVIDSON SPORTSTER MODELS (2021-) 
 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



PACKING LIST: 
 

Amount Item 

1 Grip left 

1 Grip right 

2 Topper 

 

 

 

 

 

 

 

 

MOUNTING INSTRUCTIONS: 

 
Remove the screws (1) and dismount the bar end mirrors with their 
brackets. 
 

 
 
 
 
 
 
 
 
 
 
 
 



Right side: 
 
Losen the screw (1) and open the throttle housing (2). 
 

 
 
Hang out the throttle grip (3) and pull it off the handlebar. 
 
Push the new TB throttle grip onto the handlebar, hang it into the throttle 
housing and close the housing using the oem screws. 
 

 
 
Install the included Topper to the grip end and tighten the little grub 
screws on the lower side. 
Tip: For using the bar end mirror install the oem screw (1) on the grip 
instead of the TB Topper! 
 
 
 
 
 
 
 
 



Left side: 
 
Losen the screw (1) and the clamping screw (2) and pull the grip (3) off 
the handlebar. 
 

 
Push the new TB grip onto the handlebar and clamp it with the little grub 
screws on the lower side. 
 
Install the included Topper to the grip end and tighten the little grub 
screws on the lower side. 
Tip: For using the bar end mirror install the oem screw (1) on the grip 
instead of the TB Topper! 
 
The Thunderbike team wishes you fun with your new parts. 
Have a nice and safe ride!  
 
 
 
 
 
 
 
 
 
 
 
 
 


